EXISTING SIGNALS

EXISTING SIGNS 4,5,7,
1-3,6,8,9  10,I1,14 12,13
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19,24 | PEPCO POLE | A
23,26 «®) ®)  (®) | 810448-8206 G
] ¢ |
ﬁ ﬁ l E.Randolph S5 o (Y) (Y) | i
ONLY ] ONLY (VARIABLE x 16" ©) (&) (o) FLASHING
DETOUR ROAD 1S ASSUMED TO | D" | 2" |()N
RUN IN A EAST/WEST DIRECTION R3-8(7) 22,25 @ OPERAT
BO™30 <« Cherry Hill 5%, 12
28,29 17,20 =T -
< E.Randolph 2. (VARIABLE x 16") A-C g5 76 g3 ALT.
ﬁ D-3() 21 ] % THIS INTERSECTION OPERATES iN A LEAD-LLAG PHASE FOR THE MAINLINE
(VARIABLE x 16" 3
ONLY 18, 2l SOUTH m NORTH E>\</||%TEISJG PHASING NOTES:
R3-5 Cherry Hill 23005 “ 3 DETECTION PHASES ASSOCIATED BY A DASHED LINE WiLL OPERATE CONCURRENTLY
30" 36" D-3(1) MI5-1 CAMERA PHASES ASSOCIATED BY A SOLID LINE WILL NOT OPERATE CONCURRENTLY
(VARIABLE x 16% (712" x 24"

CONSTRUCTION DETAILS

A. REMOVE EXISTING VIDEGO DETECTION CAMERA FROM EXISTING
STREET LIGHT ARM AND RETURN TO SHA.

B. INSTALL 24 IN. HEAT APPLIED, WHITE., REFLECTIVE,
THERMOPLASTIC PAVEMENT MARKING TAPE FOR STOP LINE.

C. REMOVE EXISTING SIGNAL HEAD OR SIGN FROM EXISTING
EXISTING SPAN WIRE AS SHOWN.

D. REMOVE EXISTING PEDESTRIAN SIGNAL HEAD FROM e
EXISTING STRAIN POLE AT THE COMPLETION OF —
PHASEIV.

R:/99-17/TASKAD1/DWG/MOT/MOTSIGNALS/PH4DETOURRD.DGN
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GENERAL NOTES ~ ~
e
@ L
- 1. Pavement markings detailed are proposed and shall be ““mh%
installed by the Contractor in accordance wi+h MD—SHA. standards. ~
2. Video Camera placement / aligning and removal shall be coordinated
with Bob Gonzales of Montgomery County at (240) 777-8761.
3. Contractor shall verify all proposed pole and cabinet locations,
prior to installation.
- 4. All traffic wiring shall have a minimum of 35’ of slack cable for M.0.T
e Re—-aligning..
P 5. The contractor shall be responsible for terminating all signal cable,
o excluding interconnect, +o the appropriate terminals and properly label
= ) each cabie.
/‘ P -~
' P /,”“ 6. Contact Montgomery County’s Transportation Management Center
- - 72 hours prior to mark existing underground traffic signal equipment.
e e L (240)777-2100.
- L e
d -7 - 7. Disconnecting and splicing of interconnec+t cable shall be performed
L 7 by Montgomery County Forces. The contractor shall run the interconnect
. ’ff” cable into the base of each cabinet and properly tag the cable. Contact Mr.
e P Bob Gonzales at (240) 777-8761 seventy two hours in advance of the
-~
P e intended work.
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